
		          
			  
			  
			    
				   							    

5m rooted conical aluminium column for 76mm ∅post top 
luminaire. Flush door with double triangular door lock. Root 
section supplied with protective system. Satin brushed finish.

Column weight: 24 kg                                                                                               

Column options: Flange plate

Base diameter: 145mm

Top diameter: 76mm

Maximum luminaire weight: 30 kg

Luminaire windage: 0.3m² 

5m rooted conical aluminium column with 0.5m single arm 
bracket. Flush door with double triangular door lock. Root 
section supplied with protective system.Satin brushed finish 
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Aluminium 4.7

Column weight: 24 kg 

Column Options: Flange plate 

Base diameter: 145mm

Top diameter: 76mm

Maximum luminaire weight: 30 kg

Luminaire windage: 0.3m²
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6m rooted conical aluminium column for 76mm post top 
luminaire. Flush door with double triangular door lock. Root 
section supplied with protective system. Satin brushed finish.

Column weight: 28 kg 

Column Options: Flange plate

Base diameter: 145mm

Top diameter: 76mm

Maximum luminaire weight: 30 kg
Luminaire windage: 0.3m²

6m rooted conical aluminium column with 0.5m single  arm 
bracket. Flush door with double triangullar door lock. Root 
section supplied with protective system.  Satin brushed finish

Column weight: 30 kg 

Column Options: Flange plate

Base diameter: 145mm

Top diameter: 76mm

Maximum luminaire weight: 29 kg

Luminaire Windage: 0.3m²
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Aluminium 6 Aluminium 5.7



Column weight: 43 kg 

Column Options: Flange plate

Base diameter: 165mm

Top diameter: 76mm

Maximum luminaire weight: 25 kg

Luminaire windage: 0.25m²

8m rooted conical aluminium column for 76mm  post top 
luminaire. Flush door with double triangular door lock.  Root 
section supplied with protective system. Satin brushed finish.

Column weight: 43 kg 

Column Options: Flange plate

Base diameter: 165mm

Top diameter: 76mm

Maximum luminaire weight: 27 kg

Luminaire windage: 0.15m²
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Aluminium 8 Aluminium 7.7
8m rooted conical aluminium column with 0.5m single arm 
bracket.  Flush door with double triangular door lock.  Root 
section supplied with protective system.  Satin brushed 
finish.
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Column weight: 61.1kg 

Column Options: Flange plate

Base diameter: 200 mm

Top diameter: 76mm

Maximum Weight: 25 kg

Windage: 0.25m²

Column weight: 60.8kg

Column Options: Flange plate

Base diameter: 200 mm

Top diameter: 76mm

Maximum Weight: 25 kg

Windage: 0.22m²
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Aluminium 10 Aluminium 9.7
9.7m rooted conical aluminium column with 0.5m single 
arm bracket. Flush door with double triangular door 
lock. Root section supplied with protective system. Satin 
brushed finish.

		 10m rooted conical aluminium column for 76mm  post 
top luminaire. Flush door with double triangular door 
lock.  Root section supplied with protective system. 
Satin brushed finish.
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