
PERFORMANCE

• High quality white light in 4100K or 5700K colour temperatures
• Traditional reflector style optics deliver even distribution
• Future proof - Zhaga compliant LED module
• Reliable long lifetime lumen maintenance of 85% at 50000 hrs
• High system efficacy reduces energy consumption and C02 impact

OPTIONS

• Various dimming regimes and CMS control options
• Choice of RAL colours available at extra cost
• Option of pre-wiring with suitable cable length
• NEMA socket or miniature photocell options
• Wall bracket option (WB517)

The P567A HBM has been designed to minimise the 
impact on the environment, both in manufacture and 
disposal and complies fully with the WEEE directive

FEATURES

• Universal post top / side entry spigot mechanism
• High pressure die cast aluminium body
• Vandal resistant low profile polycarbonate bowl

APPLICATION
 
•  Minor roads
•  Residential areas
•  Car parks
•  Industrial areas

New LED Engine for P567A

Philips Fortimo LED HBM x 2
Xitanium programmable driver
Light Engine Efficacy: 88 lm/w

 
•  Footpaths
•  Cycleways 
•  Railways 
•  Airports

SPECIFICATION

Circuit Power:         90w max  (programmable)
Wind area:                0.1m2

IP Rating:                  IP65
Mounting:                 Side entry or post top
Column height:       5 - 8m
Spigot:                       SE: 34 x 80mm or 42 x 100mm
                                    PT: 76 x 76mm
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